
Technical data

HigHligHt The professional devices of the 870 series with the additional designation 
„PRO“ only differ in the height of the brush container. The higher the pot, 
the more sweeping debris can be swept.

(Technical data is approximate and non-binding.)

 WR 870 Honda  WR 870 Honda PRO
 Honda GCV 160 OHC or alternatively Brush drive Honda GCV 160 OHC or alternatively
 GXV 160 OHV) 4 stroke petrol engine  GXV 160 OHV) 4 stroke petrol engine
 continously Duration of use continously 
 Polypropylen brush, Brush Polypropylen brush,
 Polypropylen wire mixed trim,  Polypropylen wire mixed trim,
 wire brush  wire brush
 870 mm Working width 870 mm
 left/right Direction of rotation of brush left/right
 2.500 m2/h max. area coverage 2.500 m2/h
 18 cm (incl. brush) Height of brush container  23 cm (incl. brush)

 pneumatic tires 260/85 with ball bearings (deep groove ball bearings) Tires pneumatic tires 260/85 with ball bearings (deep groove ball bearings)

 125er solid rubber wheel Guiding wheel 160er solid rubber wheel
 approx. 83 kg Weight approx. 83 kg
 windrow maker, Cleanbag  Accessory windrow maker

The power sweeper.

Equipped with a wire brush, green growth
is ideally removed even in narrow passages.

Even long fiber material does not stick in the bristles, 
but can simply be swept aside.

No matter if less or much, powdery or firm,
Snow removing is easy.

Even high masses can easily be moved
 with the powerful Honda motor.

WR 870 Honda WR 870 Honda PRO

WR 870 Honda ● WR 870 Honda PRo

Polypropylen brush,
Polypropylen wire mixed stocking
or wire brush available

powerful
Honda motor

height adjustable
columnsetting from

neutral, clockwise or 
counterclockwise rotation 
of the brush

PRO machine:
higher brush
container for
moving bigger
bulks

pneumatic 
tires with ball 
bearing

zinc 
coated 
chassis

height adjustable
brush


